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BOLLARD SLEEVES
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 We provide a standard range of Hot Dipped galvanised Bollard sleeves and Bolt Down Collapsible Bollards but we can also Custom make sleeves to your specifications.
In-ground Sleeve Sizes:
130 x 130mm internal to suit a 115 x 115 & 125 x 125mm post, 155 x 155mm internalto suit a 140 x 140 & 150 x 150mm post and 210 x 210mm internal to suit a 190 x 190 & 200 x 200mm post. all sizes come 400mm deep.
Bolt Down Collapsible Base Sizes:
150 x 100mm to suit a 140 x 90mm Bollard and 200 x 100mm to suit a 190 x 90mm Bollard. When lowered the sleeves, base plate and Bollard are only 110mm high leaving a safe clearance for maintenance vehicles.
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FAQ's
 





 






Can Bollard Sleeves be installed in existing concrete paths or driveways?


Yes using the appropriate concrete core drill to suit the sleeve being used.,










What is the expected lifespan of Hot Dipped Galvanized Bollard Sleeves?


Hot Dipped Galvanized Bollard Sleeves are highly durable and corrosion-resistant, providing a long lifespan. Regular maintenance, such as cleaning, can further extend their appearance and performance.










Can Bollard Sleeves be customized?


Yes, we offer customization options for Bollard Sleeves, to match your bollard size and application.









Are Bollard Sleeves suitable for high-impact areas with frequent vehicle traffic?


Yes, Bollard Sleeves are designed to withstand impact and are suitable for areas with high-traffic volumes. The durability of Hot Dipped Galvanized sleeves adds an extra layer of protection.
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Whether you’re a hands-on DIY enthusiast or prefer the expertise of professional installation, Barlings has got you covered. Our offerings include comprehensive installation guides for those who want to take on the project themselves. Additionally, for a seamless and hassle-free experience, we can connect you with trusted local installers.
Opt for Barlings for solutions that not only meet but surpass your expectations. Our range includes bollards, bollard sleeves, crossing posts, and more, ensuring a versatile selection..
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Customer Name*





Address*





Phone Number*





Email*a valid emailemail





Rail Style (e.g. Three rail Fence)
One Rail
Two Rail
Three Rail
Four Rail
Five Rail







Intermediate Post Size & Length
150 x150 x 1800mm
150 x 150 x 2100mm
150 x 150 x 2400mm
200 x 100 x 1800mm
200 x 100 x 2100mm
200 x 100 x 2400mm
200 x 200 x 1800mm
200 x 200 x 2100mm
200 x 200 x 2400mm







Number of Intermediate Posts Requiredno-icon





Gate Post Size & Length (Gate Posts may need more in the ground)
150 x150 x 1800mm
150 x 150 x 2100mm
150 x 150 x 2400mm
150 x 150 x 2700mm
200 x 200 x 1800mm
200 x 200 x 2100mm
200 x 200 x 2400mm
200 x 200 x 2700mm







Number of Gate Posts Requiredno-icon





End Post Size & Length (Holes halfway for fence ends and a entrances)
150 x150 x 1800mm
150 x 150 x 2100mm
150 x 150 x 2400mm
150 x 150 x 2700mm
200 x 100 x 1800mm
200 x 100 x 2100mm
200 x 100 x 2400mm
200 x 100 x 2700mm
200 x 200 x 1800mm
200 x 200 x 2100mm
200 x 200 x 2400mm
200 x 200 x 2700mm







Number of End Posts Requiredno-icon





Corner Post Size & Length (90 deg direction changes or driveway lead in)
150 x150 x 1800mm
150 x 150 x 2100mm
150 x 150 x 2400mm
150 x 150 x 2700mm
200 x 200 x 1800mm
200 x 200 x 2100mm
200 x 200 x 2400mm
200 x 200 x 2700mm







Number of Corner Posts Requiredno-icon





Rail Size & Length
150 x50 x 2400mm
150 x 50 x 2700mm
150 x 50 x 3000mm
200 x 50 x 2700mm
200 x 50 x 2400mm
200 x 50 x 2700mm
Custom







Total amount of Rails Required (for the entire fence)no-icon





Post Top Style (Shape of post tops e.g. Chamfered)
20mm Chamfered Top
Pyramid Top
Flat Top
Other
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Quick contact
 





	Address: 14 Shelley Ave Kilsyth 3137
	Phone: +(03) 9724 9600
	Email: sales@barlings.com.au
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